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SPRCIAL BQUIPMENT SPCTION CHECK srmpz &S 0LT S6.

CONMUNICATIONS SECTION

PRE-FLIGHT PROCEDURE:

. 1, Check the ARN-6 and ARC-34 radioc equipment at least two and one half
hours prior to take-off time, '

a. Through the use of "Radio Groundhog," all the frequencies that will
normally be used during the flight are groundchecked between the hangar and Commo
equipment section were tGroundhog" is located, )

2, Load aircraft with S or X gear and check pérformancé.

é; The S or X equipment will have been bench checked before being
installed in the plane, :

3, Have at least one man stand by at take off time tos
a, Be ready for any radioc or compass troubles that may occur,

B be "Buzz!" the aircraft systems equipment during the one minute period
prior to roll~off., :

POST-FLIGHT PROCEDURE:

1, Remove the equipment from the aircraft as soon as permission is
received from the crew chief, (Especially done in this manner if the aircraft

is "hot" when permission is received from the crew chief the plane is safe to
work on),

2, From this point, on, the following steps are takens

a. The debriefing is attended so that the points of flight will be
known, A map or overlay is provided to be forwarded with tapes

b. The tape is then removed from the recorder, rewound onto another
reel andput onto the ampex tape recorder for the dubbing procedure which
follows,

o c.  After being re-wound, the tape is played‘through to the point
where the "buge', (that was put on just prior to roll-off} is located.

d, At this time, the dubbing or copy tape is put into position on the
recorder; the 24 hour clock set for the same time as take-off and simultaneously,
the clock starts running, both tapes start revolving and the "Flight is
treflown! again in the lab."

: e; The éignals from the tape taken from the aircraft are béing played
back and are heard by the "Dubbing" operator and are also being recorded onto
the'“dubbing tape" which is used for local analysis then forwarded,

S £, When a R-signal is heard on the tape, the operator merely has to
notg the time, look on the debriefing sheet to see where the plane was at such
a time and note the locale, time and type of signal heard on the critique sheet,
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) OP.L.RATTOT\IAL CHRCKLIST, FOB NOTISIOATION OF_U.2 T TeT

MISSION NO: ' /3/ 2 I

DATE”,' Z,rOC’fn (—'7'9/6511’—"

.

o 1, Notlfy follow:ng sectlons of EPD and record name of pprson no+3fled
fin Column A, Not later than one (1) hour after verbal notrfl,au1on a fi 1prt
fscheduje w111 be furnl hed each: ‘ ,
- "vr
'*Pz§E92£QN 1 f 25X1.

b

a, Command

piisid

,rb;' Maintenance

‘¢, Communications
TN

-4, 'Spécigl Equipment_

e ‘Personal Equlpment

;;f;fiWeather

g Fllght Commanders

e 'Securlty

25X1A ; ' T o

X - Ra Upon recelpt of +he- each section will again be con tac‘red and
name of person notified recorded in Column B above, Any changes in original
plannlng will be glven the applicable section, In addition the following Base
Sectlons w111 be given ‘the EID and information necessary.

-

a.‘ Mess Hall (Hours and nnmber of peﬂpTe\

b Base Operatlons (Requnqt Tower and ¢'
-:aCrash fa0111t1es be notified)

le' Detachment oecurlty (NOulfy de51red )
'-;,wake -up trmes)

R 307 Alrcraft arrlval notlce, Sectlons listed in paragraph 1 above
- will be notified when the estimated landing time has been received from the
';control tower and person notified will be recorded in Column C,

P

o 4, Upon completlon of the mission this checklist will be filed in the
fpermanent records pertalnlng to the flight.

g thncibsure,l, SOP-0-1 .
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